Online UPS PES:

Single Phase Input / Single Phase =

2~10kVA
1:1 Phase

Applications:

PC, Servers, Networking Equipments,
Security Systems, Medical Equipments etc.

Features:

+ True Online, Double Conversion, PWM
Technology.

+ Fully Digitized Microprocessor Control, High
Frequency, Pure Sine Wave Output.

+ CVCF (Constant Voltage Constant Frequency)

+ LCD Display and Wide Input Voltage Range

+ Static Bypass and Cold Start

+ IGBT Based - Inverter & Rectifier

+ Isolation Transformer Compatible

+ Advanced Battery Management

+ Automatic Battery Charge in UPS Off Mode

+ EMI/RFI and Noise Filter

+ Generator and Solar Compatible

+ High Reliability Digital Control

Power Control Systems

Head Office :  SCO 111-113, 3rd Floor, Sector 17-B, Chandigarh
Mobile : 09915002128,9915001687 Tele Fax : 0172-2714393 < MBKE ININDIR
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Technical Specifications of External Battery Models

Capacity 2KVA | BKVA 5KVA BKVA | T5KA | 10kVA | 12kVA
INPUT

Nominal Voltage 220V/230V/240V AC (1Ph+N+PE, 3 Wire)

Operating Voltage Range 160V~260V AC

Operating Frequency Range 50 Hz

Power Factor >0.8

OUTPUT

Output Voltage/Power Factor 220V / 230V / 240V AC/ +1% / 0.8 Std., 0.9 Optional

Output Frequency 50 Hz

Harmonic Distortion (THDv) <2% (Linear load), <5% (Non Liner Load)

Crest Factor 31

Efficiency Up to 94% Dual Conversion Mode

BATTERY

DC Voltage %6V 192-220V Configurable

Charge Current 6.5 A Configurable

Typical Recharge Time 8 Hours (90% of full capacity)

SYSTEM FEATURES

ot VolagelFeaury, Qi fagFrsncy ey loge, Load ot rd o et Tt paton
LED Indication Normal Operation, Bypass, Abnormal, Fault and Battery Mode

Alarms / Protection Batt. Low, DC High, Inverter Under/Over Voltage, UPS Over Load, Short Circuit, Fan Failure and UPS Fault.
Overload Capability + 125% for 10 min, >125-150% for 1 min, >150% for 200 ms

Transfer Time AC to Battery : Oms, Inverter to Bypass : 4ms (Typical)

ENVIRONMENTAL

Temperature Operating: 0~45°C, Storage: -10°C ~ 55°C

Humidity / Altitude 0~95% RH Non-condersing / <1500 M

Noise Low Audible Noise Level

STANDARDS

Quality ISO 9000, ISO 14001, BIS

Safety [EC/EN62040-1

EMC / Performance IEC/EN62040-2; IEC/EN62040-3, Complying to CE
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Online UPS PES:

Single Phase Input / Single Phase =22~

10~30kVA
3:1 Phase

Applications:

PC, Servers, Networking Equipments,

Security Systems, Medical Equipments etc.

Features:

+ True Online, Double Conversion, PWM
Technology.

+ Fully Digitized Microprocessor Control, High
Frequency, Pure Sine Wave Output.

+ CVCF (Constant Voltage Constant Frequency)

+ LCD Display and Wide Input Voltage Range

+ Static Bypass and Cold Start

+ IGBT Based - Inverter & Rectifier

+ Isolation Transformer Compatible

+ Advanced Battery Management

+ Automatic Battery Charge in UPS Off Mode

+ EMI/RFI and Noise Filter

+ Generator and Solar Compatible

+ High Reliability Digital Control

Power Control Systems
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Technical Specifications of External Battery Models

Capacity 10kVA | 15kVA 20kVA 25KVA | 30KVA
INPUT

Nominal Voltage 380V/400V/415V AC +20% (3Ph+N+E)

Operating Voltage Range 160V~260V AC

Operating Frequency Range 50 Hz

Power Factor >0.8

OUTPUT

Output Voltage/Power Factor 220V / 230V / 240V AC/ +1% / 0.8 Std., 0.9 Optional

Output Frequency 50 Hz

Harmonic Distortion (THDv) <2% (Linear load), <5% (Non Liner Load)

Crest Factor 31

Efficiency Up to 94% Dual Conversion Mode

BATTERY

DC Voltage 240V -360V Configurable

Charge Current 10-40 A Configurable

Typical Recharge Time 8 Hours (90% of full capacity)

SYSTEM FEATURES

ot Volagfesency Qi Voo equen) Bt Uofag Losd Wt r e Tempest, Oeron
LED Indication Normal Operation, Bypass, Abnormal, Fault and Battery Mode

Alarms / Protection Batt. Low, DC High, Inverter Under/Over Voltage, UPS Over Load, Short Circuit, Fan Failure and UPS Fault.
Overload Capability + 125% for 10 min, >125-150% for 1 min, >150% for 200 ms

Transfer Time AC to Battery : Oms, Inverter to Bypass : 4ms (Typical)

ENVIRONMENTAL

Temperature Operating: 0~45°C, Storage: -10°C ~ 55°C

Humidity / Altitude 0~95% RH Non-condersing / <1500 M

Noise Low Audible Noise Level

STANDARDS

Quality ISO 9000, ISO 14001, BIS

Safety [EC/EN62040-1

EMC / Performance IEC/EN62040-2; IEC/EN62040-3, Complying to CE
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Online UPS PES:

Single Phase Input / Single Phase =22~

10~100kVA |
3:3 Phase

Applications:

PC, Servers, Networking Equipments,
Security Systems, Medical Equipments etc.

Features:

+ True Online, Double Conversion, PWM
Technology.

+ Fully Digitized Microprocessor Control, High
Frequency, Pure Sine Wave Output.

+ CVCF (Constant Voltage Constant Frequency)

+ LCD Display and Wide Input Voltage Range

+ Static Bypass and Cold Start

+ IGBT Based - Inverter & Rectifier

+ Isolation Transformer Compatible

+ Advanced Battery Management

+ Automatic Battery Charge in UPS Off Mode

+ EMI/RFI and Noise Filter

+ Generator and Solar Compatible

+ High Reliability Digital Control
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Head Office :  SCO 111-113, 3rd Floor, Sector 17-B, Chandigarh
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Technical Specifications of External Battery Models

Capacity 10kVA 15kVA 20kVA 25kVA 30kVA ‘ 40kVA 50kVA 60KVA 80kVA ‘ 100kVA

INPUT

Nominal Voltage 380V/400v/415V AC £20% (3Ph+N+E)
Operating Voltage Range 160V~260V AC

Operating Frequency Range 50 Hz

Power Factor >0.8

OUTPUT

Output Voltage/Power Factor 380V/400v/415V AC +£20% (3Ph+N)
Output Frequency 50 Hz

Harmonic Distortion (THDv) <2% (Linear load), <5% (Non Liner Load)

Crest Factor 31

Efficiency Up to 94% Dual Conversion Mode
BATTERY

DC Voltage 360V

Charge Current 10-40 A Configurable

Typical Recharge Time 8 Hours (90% of full capacity)

SYSTEM FEATURES

Alarms / Protection Batt. Low, DC High, Inverter Under/Over Voltage, UPS Over Load, Short Circuit, Fan Failure and UPS Fault.
Overload Capability * 125% for 10 min, >125-150% for 1 min, >150% for 200 ms
Transfer Time AC to Battery : Oms, Inverter to Bypass : 4ms (Typical)
ENVIRONMENTAL

Temperature Operating: 0~45°C, Storage: -10°C ~ 55°C
Humidity / Altitude 0~95% RH Non-condersing / <1500 M

Noise Low Audible Noise Level
STANDARDS

Quality IS0 9000, 1SO 14001, BIS

Safety IEC/EN62040-1

EMC / Performance IEC/EN62040-2; IEC/EN62040-3, Complying to CE
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